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1. Introduction

Ropox Diagonal is an electric height adjustable frame for wall units.
Diagonal is especially suitable for wheelchair users or persons who normally have difficulties
reaching upper shelves in wall units.

é This document must ALWAYS accompany the product and be read by and available to users

This appliance is not intended for use by persons (including children) with reduced

physical, sensory or mental capabilities, or lack of experience and knowledge, unless
& they have been given supervision or instruction concerning use of the appliance by a

person responsible for their safety.

Children should be supervised to ensure that they do not play with the appliance.

All users must follow these instructions. It is very important that the instructions have been read
and understood prior to operation of the product.

This instruction must be accesseble to the user and keept with the product if it is moved to
another place.

If this product is electrically adjustable in height there is a risk of trapping. The product must
therefore always be operated by or under the guidance of an experienced adult, who has read
and understood the importance of section 12 Saf ety in useo

The correct use, operation and inspection are decisive factors for efficient and safe
performance.

2.  Compliance with EU-Directives

This product has CE-marking according to the current Machinery, EMC and Low Voltage
Directives and thus complies with the basic safety requirements.

If these frames are assembled or otherwise connected with other electrical components, this will
be considered a new unit. Consequently, the assembled unit must be subject to a risk
assessment, after which the CE mark may be awarded.

3.  Application

Diagonal is designed to obtain optimum working height for the user. Diagonal has been
designed for height adjustment of wall units. Diagonal must NOT be used as a lifting table or
person lifter.

The product must be used indoor, under normal room temperatures and humidity as stated in
section 4.

The control unit complies with IP32/Il and must always be installed in accordance with

the national Heavy Current Regulations or corresponding national or international
standards.
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4. Technical data

Product name:

[tem numbers:

Material:

Surface treatment:
Power supply:
Standby primary:
Control voltage:
Duty circle.:

Max. load of frame:
Speed:
Temperature:

Air humidity:

Complaints:

Producer:
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Ropox Diagonal
ltem numbers:

Width of wall units 40-180 cm :30-409xx-X

Welded steel tubes St. 37 and various plastic components.

Blue chromate, powder coating.

220-230V~ / 50-60Hz, 5,0A

0,3W

24VvDC

Max. 2 min. active then 18 min. pause

120 kg evenly distributed over the frame

Approx. 2 "/sec - Approx. 23 sec for a complete stroke
5-45° C

5-85% (non-condensing)

See Complaints, page 40

Ropox A/S, DK-4700 Naestved, TIf.: +45 55 75 05 00
E-mail: info@ropox.dk - www.ropox.com
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5. Schematic diagram of frame

5.1.1 Dimension sketch

Its important that electrical connections to control unit are flexible and can move freely within the

range of adjustment of frame.

Conditions for schematic diagram:

f Height of wall units = 704 mm 1 (with another height of wall unit regulate diagram

accordingly)

(Wall unit heights that can be used, 704-920 mm)

Height of upper edge of wall unit = 2120 mm (if another height required, regulate diagram

accordingly)

230V connection

330

180

[°] 115 +-3
1SOI e

l .
[ ]

1628**

704

2120

420

1416

Y y

Y
i

* Height can be individual adjusted
**  Depends of height to top of cabinet
***
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Depends of height to top of cabinet and cabinet size
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5.1.2 Construction T see dimensions on the following page

7ZA Minimum area for reinforcement of wall. Wall material must be suitable for screw
/2 mounting.

E Area for electric installation.

Area for conduit.

Pull down cable from wall units to edge of worktop for placement of control button.
We recommend a build-in pipe in wall where the cable can be pulled through (g3cm).

If a high wall unit is placed right next to a Diagonal, it is an advantage to pull the cable for the control
trough wall unit then a pipe in wall can be avoided.

& w
]
A
| |
11
I 1 | |
B 2100mm
[ I D JJ
Center mat ( rr
[ — — — -

500mm

1500mm

|
!
|

407 120cm
Max. load 120kg evenly distributed, according to DS/EN 12182, based on 10 screws/bolts.

1307 180 cm
Max. load 220kg evenly distributed, according to DS/EN 12182, based on 20 screws/bolts.

Minimum load capacity per screw/bolt:
45kg

The fitter should always consider the material, condition and strength of the wall and use screws
and rawlplugs suitable for the specific wall type.
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5.1.3 Wall unit sizes

704-920 mm

Obs! i If Safety stop plate is not being used, wall units with less depth can be
used!

Cabinet width 40-50 cm Cabinet width 60-120 cm
(30-40904 to 30-40905) (30-40906 to 30-40912)
146 mm /6 in <
EI-instaIIation/ é‘ 250 mm /10 in
2 150 mm /6 n El-installation
; 11 1 é %’; E
E 11 1 S @ 8,
:] E : .
[ 1 é 2 C7
: ; :
= N § 3 s
3 - L R 3
b 450 mm / 18 in 450 mm / 18 in
Installationsrgr e *e Installationsrer /
Conduit @ 2 Conduit /
Leerrohr = € Leerrohr
€ £
3 5 2 z
= = = =
E 3 &
oQ —_ [+o] —
& £ o €
= £ - £
5 5
,\5‘\(\
o™
£ Gulv / Floor / Boden E
(=]
= Gulv / Floor / Boden 8
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Cabinet width 130-180 cm
(30-40913 to 30-40918)

120 mm/5

704 -920mm /28 - 36 in

| 350 mm /14 Inch

1270 mm /50 in

Installationsrgr
Conduit
Leerrohr

1806,1 mm / 3 inch
Min: 450 mm / 18 in *
1628 mm / 64.1in

1376,1 mm [ 54 inch

400 mm/ 16 in

Gulv / Floor / Boden

5.15 Fixed cupboards

An Installation of Diagonal frame shifts & places the wall cupboards 115mm +-3mm out from the wall. If
you require/wish for any existing fixed cupboards to be in line with Diagonal we recommend an
installation of the Diagonal first. In this way the best result is ensured.

115mm +-3
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6. Mounting instructions

Assembly must always be carried out by competent personnel

Always consider the integrity of the wall when installing. For particularly soft or
unstable walls, it is recommended to use a plywood or OSB sheet backing.

Prior to assembly check that all parts have been provided. See list of components, section 9

Height of top wall unit (edge) = 2120 mm i see schematic diagram page 5
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Loosen the nut that keeps the cable
track in place, pull cable track aside
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Mount the unit to the wall.

Put the cable track back in place and
tighten nut.
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6.1. Connection of cables

1: Connect the net cable and turn on
the power

2: Connect the motor cable to M1

3: Connect the handswitch

When the handswitch is to white spiral cable.
placed at the desired

position, Cable support for Move the frame to top
control switch can be position for reset
mounted
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